	Technical Specifications:
	In-Wall model SILVERSOUND SDIW-6.5
	In-Wall model SILVERSOUND SDIW-8
	In-Ceiling model SILVERSOUND SDIC-6.5
	In-Ceiling model SILVERSOUND SDIC-8

	System
	2-Way
	2-Way
	2-Way
	2-Way

	Woofer edge
	Rubber
	Rubber
	Rubber
	Rubber

	Woofer cone
	Silver covered concave metal 
	Silver covered concave metal
	Silver covered concave metal
	Silver covered concave metal

	Cone size
	6.5 inch
	8 inch
	6.5 inch
	8 inch

	Magnet size
	20 ounces
	20 ounces
	20 ounces
	20 ounces

	Tweeter
	1“ soft metal dome
	1“ soft metal dome
	1“soft metal dome 
	1“soft metal dome

	-“- adjustable
	Swivel function
	Swivel function
	Swivel function
	Swivel function

	-“- adjustable 
	-3  0  +3 dB level
	-3  0 +3 dB level
	-3  0  +3 dB level
	-3  0  +3 dB level

	Connections
	Gold terminals
	Gold terminals
	Gold terminals
	Gold terminals

	Power handling
	10 – 100 Watts
	15 – 150 Watts
	10 – 100 Watts
	15 – 150 Watts

	Impedance/

sensitivity
	8 Ohms

87 db at 1 W, 1 M
	8 Ohms

87 db at 1 W, 1 M
	8 Ohms

87 db at 1 W, 1 M
	8 ohms

87 db at 1 W, 1 M 

	Frequency response
	50 – 20,000 hz
	45 – 20,000 hz
	50 – 20,000 hz
	45 – 20,000 hz


Maximum power refers to music impulses. 
The 3rd order crossover has Mylar capacitors and air coils.
