	Inwall 60 construction consists of 4 parts:

Baffle with all drivers, also used as template for the hole:        
Width x Depth x Height in cm:        18.8  x 1.5 x 29.6         
Width x Depth x Height In inch        7 1/2 x 5/8 x 11 5/8” 

Baffle & fixing frame press the wall by use of threaded screws.
2 part fixing frame for installation on backside of the wall, sizes
Width x Depth x Height in cm:     23.6   x 6.6 x  34.5         
Width x Depth x Height In inch     9 5/16 x 2 5/8 x 13 9/16

MDF White decoration frame, may be repainted as needed:
Width x Depth x Height in cm:    24.4   x 1.0 x 34.7         
Width x Depth x Height In inch    9 3/4 x 3/8 x 13 5/8     
White textile inner cover frame:   textile easy to change.    
Connection terminal:                  Screw term, Biwiring option
Internal wiring:                           High End silver plated cable
 
Depth of system is measured including baffle.
	Inwall 90 construction consists of 4 parts:

Baffle with all drivers, also used as template for the hole:
Width x Depth x Height in cm:        22.4  x .16 x 34.9         
Width x Depth x Height In inch         8 13/16 x 5/8 x 13/11/16 

Baffle & fixing frame press the wall by use of threaded screws.
2 part fixing frame for installation on backside of the wall, sizes
Width x Depth x Height in cm:         39   x .8 x  26.5         
Width x Depth x Height In inch     15 5/8 x 3.0 x 10 7/16

MDF White decoration frame, may be repainted as needed:    
Width x Depth x Height in cm:         27.2   x .17 x 39.7         
Width x Depth x Height In inch     10 7/16 x 7/16 x 15 5/8     
White textile inner cover frame:    textile easy to change.    
Connection terminal:        Screw term, Biwiring option
Internal wiring:            High End silver plated cable
 
Depth of system is measured including baffle.


	Inwall 120 construction consists of 4 parts:

Baffle with all drivers, also used as template for the hole:
Width x Depth x Height in cm:        22.4  x 0.15 x 51.5         
Width x Depth x Height In inch          8 13/16 x 5/8 x 20 1/4 

Baffle and fixing frame press the wall by use of threaded screws.
2 part fixing frame for installation on the backside of the wall, sizes
Width x Depth x Height in cm:         26.5 x 10 x 55.5         
Width x Depth x Height In inch     10 3/8 x 4.0 x 21 7/8

MDF White decoration frame, may be repainted as needed:    
Width x Depth x Height in cm:         27.2 x 0.1 x 56.3         
Width x Depth x Height In inch     10 5/8 x 3/8 x 22 1/8     
White textile inner cover frame:    textile easy to change.    
Connection terminal:        Screw terminal, Biwiring option
Internal wiring:            High End silver plated cable 

Depth of system is measured including baffle.
	Inwall 150 construction consists of 4 parts:

Baffle with all drivers, also used as template for the hole:        
Width x Depth x Height in cm:        45.2 x 0.15 x 18.9         
Width x Depth x Height In inch          17 7/87  x 5/8 x 3/8 

Baffle and fixing frame press the wall by use of threaded screws.
2 part fixing frame for installation on the backside of the wall, sizes
Width x Depth x Height in cm:         49.1 x 0.8 x 22.6         
Width x Depth x Height In inch     19 5/16 x 3 5/8 x 8 7/8

MDF White decoration frame, may be repainted as needed:    
Width x Depth x Height in cm:         50 x 0.1 x 24.4        
Width x Depth x Height In inch     19 11/16 x 3/8 x 9 5/8    
White textile inner cover frame:    textile easy to change.    
Connection terminal:        Screw terminal, Biwiring option
Internal wiring:            High End silver plated cable
 
Depth of system is measured including baffle.


See Silverline cabinet model data sheet for performance specifications
